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• A wide range of power
ratings (1/2 W to 25 W)

• A wide resistance range
(0.01 Ω to 150 kΩ)

• Low/High temperature
performance 
(-65ºC to +350ºC)

• Low cost

• Excellent overload 
capabil ity

• Non-inductive styles
available

For technical questions, contact ww2aresistors@vishay.com (Asia and Americas)  
ww1resistors@vishay.com (Europe)
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COMMERCIAL WIREWOUND RESISTORSCOMMERCIAL WIREWOUND RESISTORS

PRODUCT MODEL WATTAGE
(W) RTC PPM/ºC

CW

CPW
(Non-inductive CPWN)

CA

CPR

APPLICATIONS

CW-1⁄2
CW-1
CW-2

CW-2B
CW-2C
CW-5
CW-7

CW-10

0.5
1

5.5
3.75
3.25
6.5
9.0

13.0

±30, ±50, ±90

TOLERANCE

• White goods
• Power supplies/welders
• Power tools
• Home entertainment
• Automotive

CPSL

±5%, ±10%

RESISTANCE RANGE

0.1 Ω - 1.77 kΩ
0.1 Ω - 6.37 kΩ
0.1 Ω - 28.7 kΩ
0.1 Ω - 15 kΩ

0.1 Ω - 19.9 kΩ
0.1 Ω - 58.5 kΩ
0.1 Ω - 95.2 kΩ
0.1 Ω - 167 kΩ

CPW-2
CPW-3
CPW-5
CPW-7

CPW-10
CPW-15
CPW-20

2
3
5
7

10
15
20

±30, ±50, ±90 • White goods
• Power supplies/welders
• Power tools
• Automotive
• Applications that require UL

approved circuitry

±1%, ±5%0.1 Ω - 7 kΩ
0.1 Ω - 7.5 kΩ
0.1 Ω - 8.5 kΩ
0.1 Ω - 18 kΩ

0.12 Ω - 30 kΩ
0.12 Ω - 30 kΩ
0.18 Ω - 45 kΩ

CA-1
CA-2

CA-4000
CA-5000

1
2

2.0 to 8.8
2.5 to 11.0

±300, ±600 • White goods/power tools
• Power supplies/welders
• Home entertainment
• Automotive

±5%, ±10%0.1 Ω - 1 kΩ
0.1 Ω - 2.4 kΩ

0.1 Ω - 1.02 kΩ
0.1 Ω - 7 kΩ

CP CP-2
CP-3
CP-5
CP-7

CP-10
CP-15
CP-20
CP-22
CP-25

2
3
5
7

10
15
20
22
25

±300, ±600 • White goods
• Power supplies/welders
• Power tools
• Home entertainment
• Automotive
• Applications that require UL

approved circuitry

±5%, ±10%0.1 Ω - 12 kΩ
0.1 Ω - 22 kΩ
0.1 Ω - 27 kΩ
0.1 Ω - 35 kΩ
0.1 Ω - 40 kΩ
0.1 Ω - 40 kΩ
0.1 Ω - 45 kΩ
0.1 Ω - 10 kΩ
0.1 Ω - 10 kΩ

CPR-3
CPR-5
CPR-7

CPR-10
CPR-15
CPR-20

3
5
7

10
15
20

±300, ±600 • White goods/power tools
• Power supplies/welders
• Home entertainment
• Automotive
• Applications that require UL

approved circuitry

±5%, ±10%0.1 Ω - 1 kΩ
0.1 Ω - 1 kΩ

0.1 Ω - 1.429 kΩ
0.1 Ω - 2 kΩ
0.1 Ω - 2 kΩ

0.15 Ω - 2.855 kΩ

CPS & SKF CPS4
CPS5
CPS7

SKF2
SKF4
SKF5

SKF6.5
SKF8

4
5

6.5

2
4
5

6.5
8

±300, ±600 • White goods
• Power supplies/welders
• Power tools
• Home entertainment

±5%, ±10%

±5%, ±10%

0.1 Ω - 1 kΩ
0.1 Ω - 2 kΩ

0.1 Ω - 2.7 kΩ

0.1 Ω - 7.5 kΩ
0.1 Ω - 11 kΩ

0.22 Ω - 20 kΩ
0.47 Ω - 27 kΩ
0.47 Ω - 36 kΩ

CPL CPL-3
CPL-5
CPL-7

CPL-10
CPL-15

3
5
7

10
15

±300 • Op Amp control
• Current sensing applications
• Applications that require UL

approved circuitry

±1%, ±5%0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω

CPSL-3-5
CPSL-5-5
CPSL-7-5

CPSL-10-5
CPSL-15-5

3
5
7

10
15

±100 • Current sensing applications±3%, ±5%0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω
0.01 Ω - 0.10 Ω

CPCC, CPCF,
CPCL, CPCP

CPCx-2
CPCx-3
CPCx-5

CPCx-10

2
3
5

10

±20 to ±600 • White goods
• Power supplies/welders
• Power tools
• Home entertainment

±1% to ±10%0.01 Ω - 150 kΩ
0.01 Ω - 150 kΩ
0.01 Ω - 150 kΩ

0.01 Ω - 8 kΩ

Z300

KKA & KKE

Z301
ZDA0411

Z302
Z303
Z305
Z306
Z307

KKA 4/KKE 4
KKA 5/KKE 7

KKA 7
KKA 9/KKE 9

KKA 11/KKE 11
KKA 17/KKE 17

KKE 7 Si (fusible)
KKE 9 Si (fusible)
KKE 11 Si (fusible)
KKE 17 Si (fusible)

4
5.5
7

10

1.1 Ω – 6.8 kΩ
2.2 Ω – 13 kΩ
3.6 Ω – 20 kΩ
5.6Ω – 33 kΩ

+650...+750/
-10...-80/ 

+100...+180 PPM/K 

1
2
3
4
6
8

10

4
5 / 7

7
9

11
17

-10...-80,
+100...+180

PPM/K

+650...+750/
-10...-80/ 

+100...+180 PPM/K

• White goods
• Power supplies/welders
• Power tools
• Home entertainment
• Energy saving lamps

• Home entertainment
• High voltage applications

±1% to ±10%

±5%, ±10%

±5%, ±10%

0.3 Ω - 2 kΩ
0.47 Ω - 4.3 kΩ
0.1 Ω - 3.3 kΩ
0.1 Ω - 3.9 kΩ
0.1 Ω - 10 kΩ
0.1 Ω - 16 kΩ
0.2 Ω - 30 kΩ

0.012 Ω – 3.9 kΩ
0.02 Ω – 6.8 kΩ
0.036 Ω – 13 kΩ
0.036 Ω – 13 kΩ
0.062 Ω – 20 kΩ
0.10 Ω – 33 kΩ

±1300, -80...+40
PPM/K
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